Abstract -Due to their huge benefits when compared to invasive or destructive techniques, the use of non-destructive approaches is continuously increasing in many fields. The visual assessment method is commonly applied in tree inspection, but it has limitations. Investigations using appropriate nondestructive instruments can well complement visual tree inspection. This paper is a short overview that describes non-destructive techniques for evaluating the load-bearing capacity of individual trees' root systems. The techniques used are acoustic root detection and the pulling test. Safety factors were also calculated to provide a hazard assessment.
INTRODUCTION
Trees have played a vital role in human life and civilization for thousands of years; their significance in society and industry is undeniable. The many roles trees play within the human sphere makes the examination of tree conditions an especially important task.
The root system is an 'invisible' part of trees that is crucial to both tree metabolism and stability. There are numerous techniques to study the root system -some are invasive and cause harm to the tree, while others are non-destructive and do not harm the tree. Non-destructive methods have the advantage of repeatability -that is they can be employed more than once on the same tree. Long term study of the root system and growth is becoming possible.
Non-destructive evaluation of trees is an area of non-destructive testing (NDT). Nondestructive evaluations are increasingly being recognized as effective methods for examining the internal conditions of various materials without disturbing or destroying them. Even though some NDT techniques have already become well-proven in research, it takes time for the technology to be implemented in field.
This paper briefly reviews NDT techniques for root stability evaluations. The aim is to present summarized information to help understand the usage and the limitations of these techniques. An instrumental background is required to quantify the effects of injuries and infections (e.g. fungus), or to quantify the sizes or loss of material in the case of decay and cavities. We believe that NDT methods have their benefits and deserve to have wider utilization.
Non-destructive evaluation techniques have been applied with varying objectives in many fields such as urban trees, forestry, ecology, and horticulture.
The main trends in research focus on: a) Determining the biomass content of forest, trees or roots and underground biomass content (Morelli et al. 2007; Borden et al. 2014) ; b) Evaluating the safety of individual trees including root systems (Brudi -Wassenaer 2002; Wu et al. 2014) ; c) Determining tree response to static and the dynamic loads such as wind, snow or rockfalls (Dorren-Berger 2005; James -Kane 2008) ; d) Assessing wood quality in standing trees and determining the effect of site conditions, stand age, and silvicultural treatments on wood quality (Wang et al. 2006; Grabianowski et al. 2006; Wang 2013) .
Instrumental techniques are diverse according to the aim or/and the use of the measurement.
The major applied non-destructive techniques in root system investigations are pulling tests, ground penetration radar (Guo et al. 2013) , and electric resistivity tomography (Amato et al. 2008; Zenone et al. 2008) . A comparison of ground penetration radar and pulling tests (Danjon -Reubens 2007) has been reported.
With respect to tree safety, visual assessment has been used to determine the load-bearing capacity of root systems. Several researchers have reported the relationships among the diameter at breast height (DBH), tree height (H) and the stability of roots, anchorage strength, the maximum of force or bending that can be survived without damage. (Some researchers use calculations with standardized, unified force, while in other works bending is the parameter used. If force is applied at different heights, the same force can lead to different bending.)
In many experiments the force, or bending moment, causing uprooting or trunk failure was determined. For instance, Peltola and colleagues (2000) pulled over 95 trees (51 Scots pines (Pinussylvestris L.), 33 Norway spruces (Piceaabies (L.) Karst.), and 11 birches (Betula spp.)) and their analysis showed that the second power of DBH multiplied by tree height (DHB 2 H) predicted anchorage strength; while the third power of breast height diameter (DHM 3 ) best served for forecasting stem failure. Similar results are presented in the work of Lundstrom and colleagues (2007) who collected data on a total of eighty-four trees (including 57 Norway spruces (Piceaabies (L.) Karst.), 23 silver firs (Abiesalba Mill) and other species) and stated that the breast height diameter squared times tree height (DHB 2 H) is a parameter to forecast root stability. However, Achim and Nicol (2009) found breast height to be an acceptable parameter for predicting anchorage strength.
The instrumental techniques presented in our paper are pulling test and acoustic root mapping; it is possible to predict the root system and stability with both methods. These instrumental methods can also be employed in the evaluation of safety needs calculations on loads (with wind load being the most common) and estimations of the load-bearing capacity of trees. The safety factor is a value quantifying safety to help decide whether a tree should be retained or felled. One way of calculating safety factors is also described in the work of Brudi and Wassenaer (2002) .
PULLING TEST
The pulling or winching test is a method for investigating the root-soil system and root anchorage. Assessing the safety of trees and evaluating stem conditions are other applications of pulling, as well as serving as calibration for measurements in real wind situations. (The moment caused by winching and the created inclination is measured. In wind or storm conditions, the inclination can be measured and the inducing moment, that is the "strength of the wind," can be evaluated.) Destructive pulling should also be mentioned at this point. With this method, researchers can uproot trees in order to compare different conditions for the bending moment causing failure. Plenty of excellent papers are available on the implementation and the usage of these tests (Bell et al. 1991; Wessolly 1991; Rodgers et al. 1995; Ray -Nicoll 1998; Neild -Wood 1999; Moore 2000; Peltola et al. 2000; Silins et al. 2000; Brudi -Wassenaer 2002; Clair et al. 2003; Lundström et al. 2007A; Lundström et al. 2007B; Kane -Clouston 2008; James -Kane 2008; Sani et al. 2012; Siegert 2013; James et al 2013; Rahardjo et al. 2014) .
During a pulling test (Figure 1 ) a cable is generally placed on the tree as close as possible to the crown center or half of the trunk. The other end of the cable should be anchored to another tree or other object, and the applied force should be measured. During the test, a pulling force is applied through the cable to bend the tree and the inclination, elongation, and dislocation of the ground are monitored and measured. (Elongation is usually measured along the trunk at higher levels as seen in Figure 1 . As the stem bends, it elongates as well. Conditions of the trunk can be evaluated. Dislocation of the ground is caused by the roots as they move and/or break during the pulling. Measurements can be performed on the ground near the winched tree.)
Figure 1. The schematic diagram of a pulling test. The cable should be anchored in a secure object for the test. L is the height of the cable's anchor point at the center of the crown
The inclination of the tree's trunk should be measured if the purpose of the testing is to evaluate the risk of tree uprooting. The inclinometer should be fixed to the trunk at ground level. (At higher levels the trunk's elastic deformations modify the results. A ratchet strap can go around the trunk and fix a flat little "shelf" which folds the inclinometer. If the fastening is tight, the inclinometer moves with the trunk.)
The pulling test usually continues until the inclination of the trunk at ground level reaches 0.020-0.6 degrees. The collected force-inclination data should be filtered according to the relaxation of the tree. (Winching stresses the tree, causing inclination; although relaxation of the wood material of the tree does occur. For the evaluation of safety, only the inclinations immediately responsive to the pulling are used. Inclination data that are collected during the relaxation effects should be neglected.) (Divós et al. 2009; Sani et al. 2012; James et al. 2013) . The difference between trees can be stated clearly, even for the same species at the same field; the measured pulling moment ranges between 0.07 and 0.6 degrees. The force used and the caused moment were higher for trees whose tilt was 0.07, which refers to more enormous anchorage strength than trees that tilted 0.6 degrees for weaker winching. (James et al. 2013) The pulling of a tree should be less than 0.25-0.6 degrees to avoid injuring the roots. (This range is quite great according to the difference of trees.) Coutts (1983) found that the first sound indicating root breaking started at a 0.5 tilt. Rahardjo and colleagues (2014) established a model of tree felling based on their field experiences. They also verified roots breaking during uprooting and stated root cross-sectional area and root plate radius to be relevant for root anchorage evaluations. Modeling focusing on root failure (shape and stresses) was presented by Lundstorm and colleagues (2007B). Brudi and Wassenaer (2002) reported that irreversible failures usually occur above 2 degrees of inclination. Nearly no additional force is needed to pull a tree over from 2 to 40-60 degrees. Lundstrom et al. (2007B) found that the maximum bending moment is observed between 2-15 degrees. An example of turning out is seen in Figure 2 . The maximum tilt reported was 0.9 degrees in wind gusts up to 90 km/h, while 0.5-0.6 degrees were declared as average (James et al. 2013) . ( Divós et al. 2009) After a pulling test, the whole tree should return to its original position. However, a complete recovery from a pulling test can take several minutes (James et al. 2013 ). Bending of the trunk was studied for Sitka spruce both in the field and with models by Neild and Wood (1999) who found out root flexibility is a non-negligible factor in pulling testing.
Pulling tests can also be performed on trees with buttresses. The stability of the trees was found to be lower for pulling tests conducted on the buttress sides (Clair et al. 2003) .
Soil conditions can affect tree stability measured by pulling tests as it is described in the work of Moore (2000) and Bergeron and colleagues (2009) .
Temperature conditions, particularly frozen soil and frozen trunks, will affect pulling testing. For instance, Silins and colleagues (2000) performed the pulling test to determine strength in frozen and unfrozen conditions. Peltola and colleagues (2000) declared that a higher bending moment is needed to break the stems of trees in frozen conditions (no turn out happened).
Wind gusts cause different moments compared to pulling tests (which are static). Tree failures were reported at 17.5 m/s wind speeds, which were less than the pulling test predicted (James -Kane 2008) . (The study of the behavior of groups of trees under windy conditions started as well. Schindler (2008) measured movements of 10 nearby trees during windy conditions and wrote down an analysis of crown interactions.)
Pulling tests can also be used to evaluate trunk conditions at different levels. The pulling happens in the same way while the measurements are done on the trunk, on the stem using elastometers, prisms, accelerometers, or other equipment (Wessolly -Erb 1998; BrudiWassenaer 2002; Moore et al. 2005; Hagrey 2006; James et al 2013) .
The main limitation of the pulling test is its static nature of loading. Wind usually comes in gusts and is dynamic in nature. The pulling test also requires heavy equipment. For an overall evaluation of a tree, a pulling test should be performed in two perpendicular directions, which may not be possible due to the surroundings found in some environments (Brudi -Wassenaer 2002 , Sani et al 2012 .
In urban areas, the most common usage of a pulling test is to predict the safety of the trees in windy conditions without uprooting the tree or even without decreasing safety. A safety factor calculation used in urban areas is shown in the next section.
SAFETY FACTOR
Safety factors give us information about tree stability. The simplest definition for safety factor (SF) is given by Equation 1. SF is the ratio of the evaluated capacity and the calculated load (wind, snow, effects of gravity (Gardiner et al. 2000) ). SF helps us to evaluate the measurements in the perspective of safety. SF is usually a number or a percent. Regarding trees, safety factors can be established for uprooting, and for trunk breaking. SF = capacity of the tree / estimated load (1)
The estimations presented in this section are the estimations of wind loads for trees (tree surfaces) and load bearing capacities of root systems estimated from pulling tests. The calculations are simplified; however, they have proved their usefulness innumerous field experiences in the work of Wessolly (1991) , Brudi and Wassenaer (2002) , Divós and his colleagues (2009), Buza and Göncz (2015) .
According to the estimations, during the measurements and the calculations, a safety factor for a tree is considered good from 1.5 to 150%. (An assessment of "good" refers to retaining the tree.)
Wind load for trees
Wind is the most common load of trees. As the wind reaches the surface of the crown and the stem, it causes a moment to which the tree should respond. The moment of wind load is estimated by Equation 2.
where f is the natural frequency factor, ρ [kgm -3 ] denotes the air density, u(z) [ms ] is the crown surface at respective height, and c is the aerodynamic drag factor. Note that wind speed and air density depend on the geographical and the topographical situation as well as the seasonal and meteorological influences.
Safety factor for the root system for uprooting
Evaluation of SF for uprooting is based on pulling and uprooting experiments. Force and inclination data are collected during the pulling test. These data should be filtered according to the relaxation of the tree. For the description of the relationship between the applied force and the inclination of the trunk at ground level during uprooting tests, a tangential function proved suitable. This function can be fitted to the filtered data and shown by Equation 3.
where φcalc is the fitted inclination, F [N] is the measured force and Ftip [N] is the evaluated tipping force. (See the filtered data in Figure 2 .)
The moment which could uproot the tree is
where L [m] is the cable's height on the examined tree and α is the cable's degree (Figure 1) . Based on Equation1, the following equation can describe the SF for the root system for uprooting calculated from a pulling test.
The presented calculations are used after pulling tests as well for the evaluation of tree safety along streets, in parks, or in other situations. Advice regarding the retaining or felling of a tree can really help the work of the gardeners.
ACOUSTIC DETECTION OF ROOTS
Acoustic detection of roots is a technique inspired by other acoustic techniques (time-of-flight measurement, tomography; Grabianowski et al. 2006; Wang 2013 ) used for tree evaluation. The method has been developed at the University of West Hungary and the new method has been tested in the university's botanical garden (Divós 2008) .
The physical background of the measurement is the velocity-difference in wood and soil. The acoustic signal's velocity in soil is about 250-400 m/s depending on soil type and moisture content, while the velocity in the roots is between 2000 and 4000 m/s (Bucur 1995; Divós et al. 2009 ).
Based on these differences, models have been constructed to estimate the acoustic signal's path in both pure soil and the soil containing roots. After successful experiments, a set-up for field usage has been designed. The device consists of a transmitter, a receiver, and a timemeasuring component. The transmitter is needle-like and should be placed onto the trunk at ground level, while the receiver is a long metal spike (30 cm or longer), which has a good coupling for the soil (Figure 3) (Divós et al. 2009; Buza -Göncz 2015) .
At realization of acoustic detection, a very short signal (an 'acoustic flash') is sent from the transmitter to the tree and to the roots. The time measure turns on. When the receiver detects the arrival of the acoustic signal, the time measure stops. When a root is nearby (closer than 10 cm), the travel time decreases significantly. The depth of the root can be estimated as well. This technique can find roots from 4 cm diameter and can separate two roots from each other if there is at least 20 cm distance between them (Divós et al. 2009 ). The maximum depth for detection is 50 cm. The measure is usually performed along a circle around the trunk, with a step of 10-15 cm. The measurement is repeated along wider and wider circles. The direction of the roots can be marked by sand or typed to a program. An example of root detection is seen in Figure 4 and 5. A comparison of predictions of the theoretical model and the measured data were performed; contrasting of evaluated root system and real root situation was completed as well. The roots were excavated and the 3D model of the evaluated root system fit well to the roots found by uncovering. safety factors from the pulling test. The calculated data were different; however, the results of acoustic root detection seem to be in correlation with the safety factors predicted by the pulling test. For instance, the ratios of the data for two trees were 1.68 from the pulling test and 1.53 from acoustic root detection. This is a difference about 10%; however, the rations are promisingly close (Buza -Göncz 2015) .
Limitations of the presented technique are clear; roots with diameters smaller than 4 cm are not seen by acoustic detection, and the maximum depth of the measure is about 0.5 m. Nevertheless, compared to other available techniques like ground penetration radar (GPR) or electric resistivity tomography (ERT), acoustic root detection has a remarkable advantage; the roots of the measured tree are detected. Signals of GPR and ERT both change in the presence of a root. However, GPR and ERT signals also change even if tubes, rocks, or other materials are buried (Hruska -Cermak 1999; Cermak et al. 2000; Stokes et al. 2002; Hirano et al. 2008 ).
SUMMARY
Non-destructive tests can provide quantifiable information about the inner conditions of trees. As the trees are not injured during the tests, repeated measurements and long term monitoring are possible as well. Safety is an important topic as tree failure can cause property damage or harm to humans.
NDT techniques were presented for the evaluation of root system safety; the pulling test was described along with the calculation of safety factors. Acoustic root detection was also presented.
Even though real wind is different from static tests, a pulling test can be used to evaluate the moment the wind load needed to turn out the trees is achieved. Usages, possibilities, and limitations of the pulling test were summarized in this paper.
One of the advantages of acoustic root detection is its ability to find the root of a selected tree, but it can also be utilized as a tool for safety evaluations.
Predicting the conditions of root systems is an area where complex knowledge is needed to get useful results. By collecting information about the mentioned techniques, our aim was to present the work occurring at the University of West Hungary, where the acoustic root detection method was developed, and to help involved researchers understand the available measurements and their limitations.
